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Specifications: 

-  Integrates electrical door opener into the Z-Wave network
-  Remote control for door opener
-  For single- and multi-family houses
-  Power Supply: Battery or bell transformer

Article Dimensions (WxHxL): 27 x 56 x 14 mm
Package Dimensions (WxHxL): 100 x 173 x 20 mm
Article net weight: 0.020 Kg
Article gross weight: 0.025 Kg
EAN: 4251295700922

DATA SHEET STRIKE LOCK CONTROL

(012501)

POPP & Co. •  Antonstr. 3  •  GER-09337 Hohenstein-Ernstthal
Phone: +49 (0) 3723 80980 08

Mail: info@popp.eu

For its smart home products POPP 
trusts Z-Wave technology. Z-Wave 
is the international leading standard 
for wireless communication between 
intelligent devices in homes and offices 
and thereby the basis for sucessful home 
automation.
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Device Type: Door lock (Listening Slave (Flirs))
Transmission protocol: Z-Wave
Transmission frequency: 868,4 oder 869,8 MHz EU (POPE012501)

908,4 oder 916 MHz US (POPU012501)
Z-Wave Plus: yes
SmartStart: no
Security: SO
Repeater: no
Beaming: no
Firmware Version: 1.05
Z-Wave Version: 6.51.09
Transmission range: up to 30m 
Certification-ID: ZC10-18026015
Z-Wave Product-ID: 0x0154.0x0005.0x0001
Input voltage: 8-12VAC / 8-24VDC
Battery type: 9V Lithium battery
Battery life: up to 6 months
IP Class: IP20
Operating temperature: 0 to 40 °C
Humidity: -10 to 50 °C
Storage temperature: -10 to 50 °C
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